L4 0/ L 45 Series

Vertical Mount
Plastic

SEALED TO MEET
NEMA 6

1/8" NPT FITTING 1
(1/8" BSPT FITTING)
7/16" HEX
(11 mm HEX)

FLOAT
1" DIA x 1" TALL
(25 mm DIA x 25 mm TALL)
CYLINDER

WIRES ARE 20 AWG
24" LONG
(~600 mm LONG)

2 1/8" TALL NOM.
(54 mm TALL NOM.)

N @ Cc

L40-17-C1-17-NO

Polypropylene - Blue
L40-20-C1-20-NO

ELECTRICAL SWITCH RATING 50 VA
TEMPERATURE RANGE -40°F to +180°F
MIN. LIQUID SPECIFIC GRAVITY CPVC - 0.85
Kynar - 1.00
Polypropylene - 0.70
CRUSH PRESSURE 100 PSI

LEAD WIRES 20 AWG 24" PVC

General Specifications L40 L45
FITTING 1/8” NPT 1/8" BSPT
WETTED MATERIALS CPVC - Gray CPVC - Gray

L40-16-C1-16-NO L45-16-C1-16-NO
Kynar - White Kynar - White

L45-17-C1-17-NO

Polypropylene - Blue
L45-20-C1-20-NO

50 VA

-40°C to +82°C
CPVC - 0.85

Kynar - 1.00
Polypropylene - 0.70
7 BAR

20 AWG 600mm PVC
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Actuation point is roughly midway of float travel in liquid with a specific gravity of about 1.0.

Caution: Customer media and environment must be compatible with construction materials as outlined above.
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